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of implementing those techniques may vary, we still refer behavior they exhibit during the analysis.
to them as the exploitation logic behind them remains the Other research work related to our vulnerability analysis
same. model have been proposed as run-time mitigation of mem-

ory vulnerabilities. FireBuff[5] is a run-time defense mech-
II. RELATED WORK anism which defines a logical separation between tainted

data, i.e. any data derived from user supplied data, and
One of the most significant frameworks that performs other data in the address space of a protected process. It

vulnerability analysis of SCADA software written in C does so by encrypting all input data as they enter user
and C++ is the developer environment for automated space, and by having a protected process elaborate input
buffer overflow testing (DEADBOLT)[16]. DEADBOLT data differently than other data. Thus, FireBuff tries to
performs a source-to-source transformation in order to in- eliminate the offensive capabilities of pointer taintedness,
sert instrumentation instructions into SCADA software for i.e the IT equivalent of memory access taintedness in indus-
the purpose of detecting buffer overflows during an auto- trial control protocols. Our vulnerability analysis model is
mated testing. DEADBOLT automatically generates tar- similar to FireBuff as it defines the boundaries between
geted test cases from sample input data. Such test cases are taintable data and other data as those boundaries change
then sent to SCADA software under analysis. During the throughout a program execution.
dynamic analysis the instrumentation instructions extract Chen et al. in [23] define an architectural technique and
memory access information and send them to a test-run employ their memory model to detect at run-time any
result analyzer, which in turn decides whether any buffer dereferences of tainted data. Such a model consists in asso-
overflow took place and possibly generates suggestions on ciating with each memory location and with each register
next to use test cases. Our deterministic finite state ma- a boolean property, namely taintedness, which indicates
chine (DFSM) model moves towards the same direction as whether the data stored in those memory locations and
DEADBOLT since it analyzes memory accesses in front registers respectively are derived from user supplied data.
of test cases in order to identify memory vulnerabilities. Whenever a tainted word is used for memory access the
Nevertheless, the research ideas behind the vulnerability processor raises an exception. Our vulnerability analysis
detection technique differ substantially since DEADBOLT model is similar to the defensive technique of Chen et al.
uses instrumentation, while in our work we use a DFSM. as just like their work ours keeps track of taintedness prop-
Fuzzing is employed by Franz in [15] and by Mora in [14] agation. But unlike the work of Chen et al. where any
to test implementations of the Inter Control Center Proto- memory access to an address derived from tainted data
col (ICCP)[10] and OPC, respectively. Although in these indicates the existence of a vulnerability, in our work a
cases fuzzing succeeded in triggering several vulnerabilities, memory access with these characteristics is just a starting
fuzzing alone may not be sufficient to uncover all memory point which is further investigated through a decision tree.
vulnerabilities in implementations of industrial control pro- Furthermore, unlike the work of Chen at al. that treats
tocols. For example, certain memory corruption vulnera- pointer taintedness as an observed value, our work tries to
bilities may be reachable only through an accurate data- calculate the SCADA equivalent of pointer taintedness, i.e.
flow analysis. Furthermore, fuzzing may not have the ca- memory access taintedness.
pacity to provide sufficient information necessary for iden-
tifying a triggered vulnerability. Such a limitation is due to
the fact that fuzzing has no visibility on the target execu-
tion internals such as memory and CPU register informa-
tion. In fact a heap overflow vulnerability [26] discovered III. MEMORY ACCESS TAINTEDNESS
by Franz in certain implementations of ICCP was only trig-
gered through fuzzing. The identification of such a vulner-
ability was performed through complementary techniques In this section we describe an analysis on the main low-
a considerable amount of time after the corresponding dis- level characteristics of memory vulnerabilities in implemen-
covery. tations of communication protocols used by industrial con-
blackPeer described by Byres et al. in [6], and Kube and trol systems. We also describe the main characteristics
Hoffman in [18], is complementary to our vulnerability at machine code level of both basic and advanced attack
analysis model. Such a tool uses attributed grammars, i.e. techniques which we employed in a monitored exploitation
grammars whose definition is overloaded with defined at- of memory vulnerabilities in industrial control protocols.
tributes, to generate and execute meaningful sequences of Such a low-level analysis served for defining memory ac-
PDU's which are sent to the implementation of a defined cess taintedness, i.e. a concept which represents a poten-
industrial control protocol under analysis. Not only does tial triggered memory vulnerability and which we used in
blackPeer automate generation of test cases for industrial a dynamic binary analysis technique described in the next
control protocols, but it also automatically interprets the section of this paper.
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A. A Representation of Pointer Taintedness at Machine The prolog of a procedure with frame pointed by R11
Code Level MOV R12, R13

STMDB R13!, {RO-R3} * - -s-_vdt_-
The concept of pointer taintedness was first introduced STMDB R13!, {R4-R12, R141 saved to RSA

by Chen et al. in [25] as a basis for reasoning about mem- SUB Rl1,Rl2,#16 - spaceforLTA
ory vulnerabilities. A pointer is said to be tainted if its
value is derived directly or indirectly from user supplied The epilog of a procedure with frame pointed by Rl
data. Chen et al. analyze C source code to determine the LDMDB R11, {R4-R11, R13, R151
potential for pointers to be tainted. They use equational --- In this case R11 is used as
logic to formally define a memory model which forms the a base register during the
basis for a formal semantics of pointer taintedness. For a Notes: restore of saved registers

sets to 1 the W bit of the corresponding instruction
given function they define the corresponding formal seman- specifying that the base register is to be updated by
tics and then extract preconditions which must be satisfied the instruction.
for pointer taintedness not to be possible .If during the The use of R11 as base register is crucial to a frame

pointer overwrite attack which aims at loading to R15
analysis any of those preconditions results to be violated from a memory location where attack data are stored
then a pointer may be tainted, therefore a potential secu-
rity vulnerability may exist. Fig. 1. Relevant observations on typical prolog and epilog of a pro-
While we deem the work by Chen at al. to be a powerful cedure running on ARM microprocessor.
approach to uncover memory vulnerabilities, the visibility
of such an approach may not be deeper than the max-
imum level of structural information provided by source niques as applied against an implementation of MODBUS
code analysis. In fact Balakrishnan et al. have demon- protocol[17] [21]. MODBUS is an application layer messag-
strated the existence of the WYSINWYX phenomenon, i.e. ing protocol which enables SCADA devices to communi-
what you see is not what you execute[8]. According to cate in a master-slave mode within possibly different types
Balakrishnan et al. the WYSINWYX phenomenon could of buses and networks. The analyzed attack techniques
consist in a considerable difference between what program- are a stack overflow exploitation with shellcode injection[1]
mers intend with the source code they write and what the or arc injection[19] corrupting the value of R14 (link reg-
CPU really executes. Furthermore, the WYSINWYX phe- ister) saved on stack, heap overflow exploitation[3] with
nomenon may cause vulnerability analysis on source code shellcode injection corrupting the value of R14 saved on
to fail to uncover certain vulnerabilities. Such vulnerabili- stack, frame pointer overwrite attack[12] with shellcode in-
ties may be uncovered only by examining the machine code jection corrupting the value of Rl1 (frame pointer) saved
which has been emitted by a compiler. on stack, format string exploitation[9] [22] with shellcode
Certain vulnerabilities are generally caused by platform injection corrupting a function pointer in the global offset
specific features. Some examples include compiler opti- table (GOT), an indirect pointer overwrite attack[4] with
mizations, memory layout, register usage, compiler flaws, shellcode injection corrupting a function pointer in GOT,
etc. [8]. In implementations of industrial control proto- and exploitation of an out of boundary array index with
cols several memory accesses are directly or indirectly con- shellcode injection corrupting the value of R14 saved on
trolled by input data usually sent over a network by a com- stack.
municating SCADA device. As a consequence in an indus- In ARM a procedure sets up a stack frame only if it needs
trial environment various memory vulnerabilities may be to save permanent registers, allocate space for local vari-
caused in front of certain organizations of data in mem- ables, or allocate space for outgoing argument areas which
ory and lack of ability to detect an out of range memory are larger than 4 words. Thus, the frame pointer attack
access. More information on these vulnerabilities and re- was applied against procedures with a frame set up. Re-
lated attacks are given in the next subsection. Since actual ferring to Figure 1, the stack overflow attack succeeds as
memory addresses and organization of data in memory are the register save area (RSA), i.e. stack memory used to
only visible during machine code execution, static analysis hold the preserved values of permanent registers including
of source code would have little visibility on these vulner- the saved link register stored during procedure prolog, gets
abilities. This fact motivated us to search for a represen- corrupted by user supplied data. Consequently a tainted
tation of pointer taintedness at machine code level. More value is loaded from RSA into the R15 register (see proce-
precisely, we searched for a representation of pointer taint- dure epilog). In ARM a load into R15 is referred to as a
edness in the form of a characteristic which is visible at long jump[2] and is sufficient to transfer execution control
machine code level since it is at this level that we operate. to the loaded value.
Such a characteristic is supposed to always hold if a given A heap overflow attack corrupts a memory chunk on heap
pointer was corrupted with user supplied data. and is characterized by stores of a user specified value to a
We examined the characteristics of a set of attack tech- user specified address. In our case the user specified value
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is the address of injected shellcode, and the user specified TABLE I
address is the memory location on stack where the value of MAIN FEATURES OF MEMORY CORRUPTION ATTACKS AS WE APPLIED

R14 is saved. At the end the attack causes a long jump to THEM AGAINST MODBUS PROTOCOL RUNNING ON ARM
injected shellcode. A frame pointer overwriting attack cor- MICROPROCESSOR.

rupts the value of Rl1 saved on stack during a procedure
prolog. During the procedure epilog the corrupted value Attack Corrupted TRelevan
of Rl1 is loaded into the Rl1 register. When the original technique Memory Action(s)
caller procedure enters its epilog, the Rl1 register holding Stack overflow RSA |A long brancr to a user
a user supplied value is used as base register to load pre- exploitatlon supplied address.
served register values from RSA including the saved value Heap overflow Heap Two stores to user
of R14 register. Since we control the value of Rl1 register exploitation RSA supplied addresses.
during the epilog of the original caller procedure, we load Frame pointer cSA A load from an address
into R15 a value from a memory location where we have overwriting constructed upon
preliminarily stored the address of injected shellcode. user supplied data.
Thus, a load into R15 from a user controlled address causes Format string GOT A store to an user
a long jump to an arbitrary address, in our case to the exploitation supplied address.
address of injected shellcode. During a format string at- Indirect pointer LTA A store to an user
tack a store instruction stores at a user specified address a overwriting GOT supplied address.
value which may be controlled by the user through format Exploitation RSA A store to an address
directives. In our case there was a store of the address of of an out of constructed upon
injected shellcode at an address in GOT where a pointer to boundary user supplied data.
a dynamic library function was stored. Since the hijacked array index
function was called by our MODBUS implementation after
the GOT corruption, execution control was transferred to
injected shellcode. 2. Those data are derived either directly or indirectly from
During an indirect pointer overwrite attack we corrupted input data or from data which in general are classified as
a pointer value stored at the locals and temporaries area tainted (recursive definition).
(LTA), i.e. stack memory used to hold local variables and 3 Relevant aspects of those data are controlled either di-
compiler-generated temporaries. We set the corrupting rectly or indirectly by tainted data (recursive definition).
value to the address in GOT where a pointer to a dynamic At this point we define the main characteristic of pointer
library function was stored. At machine code level this was taintedness at machine code level as any machine instruc-
reflected in a store to an user specified memory location. tion accessing main memory at an address which is derived
During the exploitation of an out of boundary array index either directly or indirectly from tainted data. In the next
we specified an index which when added to the base ad- subsection we describe a mechanism which we deem ap-
dress would point to the memory location on stack where propriate to be used for memory vulnerability detection
the saved value of R14 was stored. We stored there the ad- in industrial control protocols along with relevant context
dress of injected shellcode. At machine code level such an dependent considerations on the machine code level repre-
operation is represented by a store instruction whose index sentation of pointer taintedness.
register holds a user specified value. Although we don't B. Memory Access Taintedness as a Vulnerability Detec-
control the base register we can still dictate the memory tion Mechanism
location used by the store instruction since we control the
index register. We extended our study on a set of attacks and related
As a conclusion, the main features extracted from a memory vulnerabilities specific to implementations of com-
machine-level analysis of all the attacks we analyzed are munication protocols used for supervisory and control by
summarized in Table I. The main characteristic which may industrial control systems. The protocols which have been
be extracted from the attack information given in Table I subject to our analysis are MODBUS and OLE for Pro-
and which is due to pointer taintedness consists in the fact cess Control (OPC)[7]. After such an extended analysis
that all the attack techniques that we analyzed resulted at we reached at the conclusion that pointer taintedness as
least in a memory access at an address dictated directly or defined by Chen et al. in [25] cannot be directly used as
indirectly by user supplied data. We extend the definition a vulnerability detection mechanism during a vulnerabil-
of tainted data given by Chen at al. in [25] and classify any ity analysis of industrial protocol binaries. As a matter of
data in the address space of a defined process as tainted if: fact in implementations of industrial protocols it happens

that the value of a pointer is tainted data. Regardless of
1. Those data are input data, thus they may be directly the aforementioned consideration, during analysis of such
defined and supplied by a potential attacker. implementations it is common to notice memory accesses
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at an address computed upon at least a tainted value, and Thus, implementations of several industrial control proto-
this is not in conflict with the specification of the corre- cols maintain an area in main memory dedicated to the
sponding industrial protocols. storage of control and monitoring data. In this paper we
The OPC data access specification for example defines the refer to this area as the acquisition data area (ADA) and
use of a set of interfaces to access heterogeneous devices in use it in the definition of memory access taintedness. What
an industrial control network. OPC communications use prevents the concept of pointer taintedness from being di-
Distributed Component Object Model (DCOM) and are rectly usable as a vulnerability detection mechanism in in-
intended to take place according to a client-server model. dustrial control protocol binaries is the following:
What OPC data access specification defines are the func- 1. Explicit or implicit existence of an ADA. Since input
tionalities that OPC clients and OPC servers are supposed data is used to calculate the address of any accesses to
to provide while no further constraints are specified on the ADA each legitimate request for acquisition data would
implementation of various interfaces. With regard to mem- g
ory corruption attacks one of the most interesting elements 2.rte a tat thea
of OPC are server handles, i.e. unique 32-bit identifiers sist in tainted data even though no pointer value has been

item in OPC maybto tfs addresso A preliminarily corrupted. An attempt to classify a memoryaccess as tainted only if a related pointer has been tainted
resource, while a group is used to organize items. A client would result in false negatives.
receives from a server a handle each time that client creates
a new group or item. The client then uses such a handle to With regard to the second point in the list above we can
refer to a group or access items in a group. As described by take into account the attacks to OPC described by Mora in
Mora in [14] several OPC server implementations use the [14] and other protocol specific attacks we applied against
memory address of a group or item as the corresponding MODBUS. According to Mora the element deletion func-
handle. tions such as RemoveGroup() or Removeltems() in some
Thus, in order to refer to a group or access items in a group implementations of OPC employ the handle that the server
a client specifies the address in server's memory where that receives from a client in deriving the address of a mem-
group or item is stored. Applying pointer taintedness as ory chunk to be deallocated through a call to free(). If a
a memory vulnerability detection mechanism would report target OPC server doesn't properly validate handles that
a potential vulnerability each time an OPC client refers it receives from clients, then an attacker could specify a
to a group or item. We analyzed the direct usability of non-existent address forcing a server to deallocate non-
pointer taintedness as a vulnerability detection mechanism reachable addresses. An attacker could also specify a han-
also on MODBUS protocol. The main data items defined dle which could force the server to execute the memory
by MODBUS data model are the following: discrete input deallocation algorithm upon attack data, fact that could
which are read-only one bit data provided by the I/O sys- result in shellcode execution.
tem, coils which are one bit data alterable by a MODBUS Although not covered by Mora, we believe that under these
process, input registers which are read-only 16-bit data pro- assumptions passing a valid handle twice to an element
vided by the I/O system, and holding registers which are deletion function could result in the server trying to call
16-bit data alterable by a MODBUS process. These data free() twice on the same chunk, fact that could result in
items are addressed using a number from 0 to 65535, and shellcode execution as well. The Write() function of the
are stored in the main memory of a MODBUS device. I/O interface which takes as parameters an item handle
Each MODBUS implementation maintains a premapping and a value to write to it is also subject to similar attacks
between a data item address as used by MODBUS and the described by Mora. In this case such an attack would aim
address in memory where that data item is stored. Thus, at writing an arbitrary value to a memory address leading
a MODBUS request specifies the address of a data item to shellcode execution. Thus, although during the attacks
of a certain kind as a number n. The MODBUS process described by Mora and the attack variant we propose no
then uses its premapping table to define the memory ad- pointers are corrupted with tainted data, memory corrup-
dress of the requested data item. In common MODBUS tion attacks may still be carried out resulting even in shell-
implementations each time a master station sends a MOD- code execution.
BUS request to a slave device, the address of the data item We build on the results described so far to define the con-
specified in that request taints the memory address which cept of memory access taintedness in implementations of
is used to load the requested data item from the main mem- an industrial control protocol. We deem the relation be-
ory of the slave. One of the causes of such a taintedness is tween the criteria used for classifying a memory access as
the use of the MODBUS address as an offset from a base tainted and the specification of the protocol whose imple-
register to form the address of the memory location where mentation is subject to vulnerability analysis to be quite
the requested data item is stored. important in deciding whether a given memory access indi-

cates the existence of a memory vulnerability. Let's define a
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